ETag: "30b2d23418a74be668d5b5a15b2cfab9"
accept: */*
authorization: low zbvALf1Yzhl0eXzX:REDACTED_BY_IA_S3
connection: close
content-length: 684990
expect: 100-continue
host: s3.us.archive.org
user-agent: curl/7.25.0 (i686-pc-linux-gnu) libcurl/7.25.0
x-amz-auto-make-bucket: 1
x-archive-meta-author: XCG Consultants Limited|Ontario Ministry of the Environment. Land and Water Policy Branch.
x-archive-meta-call-number: PIBS 6211
x-archive-meta-copyright: © Queen's Printer for Ontario, Reproduced with permission
x-archive-meta-date: 2007
x-archive-meta-language: eng
x-archive-meta-mediatype: texts
x-archive-meta-publisher: Ontario Ministry of the Environment
x-archive-meta-scanningcenter: uoft
x-archive-meta-sponsor: Internet Archive
x-archive-meta-title: Best management practices, chemical manufacturing sector : paint, coating, and adhesive manufacturing - cadmium, chromium, copper, mercury, zinc, nonylphenol and its ethoxylates
x-archive-meta01-collection: omote
x-archive-meta02-collection: toronto
x-upload-date: 2012-04-23T15:41:20.000Z
